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The site was originally identified by the U.S. EPA in the form of a

Preliminary Assessment. Griffin Wellpoint, now known as Griffin

Dewatering Co., consists of an office connected to a garage where all

maintenance is handled.

The 8 acre site is divided into two parts. The "Back Forty" yards

contain old well construction equipment and rusted, empty drums emit-

ting no fumes trackable with the HNU. This area is fairly weeded

over. The operations part of the facility consists of a garage or

work shed, diesel fuel tanks, and a storage area for feedstocks.

Feedstocks include oil, paint, paint thinner, and degreaser. They
are sorted in 55-gallon drums, numbering seven at most at one time.

No wastes are produced from use of the feedstocks.

Griffin Dewatering Corporation did have one minor chemical spill on

April 14, 1986. The incident occurred when a solution of one (1)

part Carb-Gon (Automotive Parts Cleaner) and two (2) parts water was

being made. The water was being added through a garden hose. The

garden hose was accidently left on over night and caused the solution

to overflow onto the shop floor, and partially collected around a

floor drain. The floor drain was immediately plugged upon discover-

ing the incident. The floor drain leads to a ditch in front of the

facility.
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The road d i tch contained a small area of d i sco lo ra t ion from the

water. Upon recommendation from the local f i re department, a pumping

system was in i t i a t ed for the road d i t c h . When clear water was
observed, pumping ceased. A thorough report of t h i s inc iden t was

sent to the I n d i a n a Department of Environmenta l Management.

No samples of sp i l l ed material were taken so it can not be confirmed

if elevated levels of solution could be detected. The ditch is

connected to a drainage system which dra ins the entire area and

e v e n t u a l l y d ra in s to the I n d i a n a Harbor Cana l . The Canal is 2 1/2
m i l e s from the site. An over- land migra t ion of contaminants to a

surface water body is nearly impossible . No "Surfcae Water Route"
score w o u l d be ca lcu la ted .
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Site Location

Griffin Wellpoint Co.

Hammond IN.
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